
CHAMPION US-6002-2RN
General specification

The Champion US-6002-2RN elevator is an ideal choice to provide vertical access for personnel and materials in a wide variety 
of applications.  The US-6002-2RN  has a capacity of 6,000 lbs (2722 kg) and travels at speeds of up to 300ft/min (91.44 m/min).  
As with all CHAMPION products, the US-6002-2RN relies on rack and pinion drive technology to provide safe and reliable opera-
tion in the harshest of conditions with minimal intrusion on the structure being served.  CHAMPION elevators meet industry codes 
(ANSI and OSHA) and can be certified to industry standards such as ABS, DNV, and USCG. CHAMPION products are part of the 
worldwide Alimak Hek family, the leader in rack and pinion access technology for 50 years.

Maximum passengers  30
Capacity 6,000 lbs (2722 kg)
Car Weight 6,600 lbs (2944 kg)
Maximum car speed 300 ft/min (91.44 m/min)
Interior dimensions 12’ 4” L x 4’ 8” W x 7’ 2” H (3.76 m L x 1.42 m W x 2.18m H)
Maximum tower height 900’ (274.32m) 
Wall ties Adjustable Struts
Tie-in intervals (maximum) 30’ (9.14m)
Electrical Power 35 HP (26 kW)
Power Required 36 KVA, 480 VAC, 60 Hz , 3 Ø
Motor Control Variable Frequency Drive
Full load current 45 Amps
Traveling Cable Multi-Conductor Type W - Tower Height Plus 30 Ft (9.14 m)
Brake Spring set, Electrical Release Multiple Disc Brake
Safety overspeed governor Centrifugally Actuated Multiple Friction Disc Brake
Emergency lowering Manual Brake Release 
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• Fully assembled enclosed car
• Control and limit switches
• Hand lever control
• Surface mounted cab lighting
• Manually operated vertically bi-parting gate 

• Base fence enclosure
• Base disconnect box
• Power cord guide wheel assembly
• Alarm bell
• Cathead and Counterweight

Standard Base Unit

• Rooftop control station
• Hot dip car frame, mast and ties
• 20’ of tower for 0 ft lifting height
• Buffer stand and buffer
• Variable Frequency Drive (VFD)

Available Accessories

• Recessed cab lighting
• GFI receptacle(s) inside of car
• Single automatic controls
• Landing call station

• Pit stop switch
• Gaitronics instrinsically safe telephone
• Car top light and switch

• Explosion proof
• Base platform and stairs
• Emergency lighting system
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